
25 113 4.5   

243 1,740 7.2   

268 1,853 6.9   

7061 12 27 2.3   

12 27 2.3   

7060 5 3 0.6   

5 3 0.6   

6521 2 13 6.5   

2 13 6.5   

6522 1 26 26.0   

7062 5 44 8.8   

6 70 11.7   

1340 2 67 33.5   

1510 1 34 34.0   

2101 1 11 11.0   

2300 17 78 4.6   

2421 2 46 23.0   

2710 1 1 1.0   

2730 1 5 5.0   

2860 2 4 2.0   

3110 1 7 7.0   

3210 1 34 34.0   

4200 1 4 4.0   

4220 1 10 10.0   

4310 1 3 3.0   

4752 2 11 5.5   

4921 2 2 1.0   

5631 1 17 17.0   

6101 4 3 0.8   

6221 1 19 19.0   

6231 1 16 16.0   

43 372 8.7   



2600 2 2 1.0   

2800 2 2 1.0   

2830 4 7 1.8   

3110 2 8 4.0   

4100 1 5 5.0   

4631 2 20 10.0   

4750 4 3 0.8   

4751 1 0 0.0   

6100 3 6 2.0   

6221 8 10 1.3   

6400 2 1 0.5   

6611 1 8 8.0   

32 72 2.3   

1900 1 25 25.0   

2100 2 2 1.0   

2300 9 14 1.6   

2910 1 8 8.0   

4631 3 14 4.7   

6221 4 3 0.8   

6340 1 8 8.0   

21 74 3.5   

1510 1 22 22.0   

1800 1 17 17.0   

2101 1 9 9.0   

2300 4 20 5.0   

2421 1 9 9.0   

2740 1 3 3.0   

2800 1 6 6.0   

2820 1 0 0.0   

2860 1 4 4.0   

3100 1 3 3.0   

3101 2 5 2.5   

4100 1 10 10.0   

4300 4 10 2.5   

4310 1 4 4.0   

4420 1 29 29.0   

4752 1 4 4.0   

4880 1 5 5.0   

5030 2 1 0.5   

6100 2 5 2.5   

6101 2 0 0.0   

6221 3 27 9.0   

6231 3 17 5.7   

36 210 5.8   



1252 1 91 91.0   

1500 2 48 24.0   

2422 1 95 95.0   

3300 1 21 21.0   

4300 1 8 8.0   

4432 1 76 76.0   

4801 5 3 0.6   

4924 2 3 1.5   

4840 9 8 0.9   

4850 1 0 0.0   

4852 3 1 0.3   

5301 1 2 2.0   

5500 11 8 0.7   

5510 8 6 0.8   

5700 1 5 5.0   

6232 9 127 14.1   

57 502 8.8   

4502 1 5 5.0   

4801 1 0 0.0   

4840 1 1 1.0   

4850 1 1 1.0   

5302 1 1 1.0   

5510 1 2 2.0   

5610 1 1 1.0   

7 11 1.6   

2800 1 2 2.0   

6221 1 2 2.0   

2 4 2.0   



1230 1 43 43.0   

1310 1 62 62.0   

1900 1 80 80.0   

3500 3 83 27.7   

4750 2 31 15.5   

4820 6 27 4.5   

6410 1 6 6.0   

6510 1 16 16.0   

7030 1 2 2.0   

7040 1 39 39.0   

18 389 21.6   

1210 1 4 4.0   

1900 1 20 20.0   

2420 1 6 6.0   

4420 2 6 3.0   

4600 1 4 4.0   

4911 2 4 2.0   

8 44 5.5   

2211 1 4 4.0   

2300 2 5 2.5   

2700 1 2 2.0   

6210 1 1 1.0   

5 12 2.4   

2100 1 3 3.0   

4600 2 0 0.0   

4750 1 0 0.0   

6221 2 2 1.0   

6 5 0.8   

4300 2 4 2.0   

4432 1 30 30.0   

5500 4 1 0.3   

5632 1 10 10.0   

8 45 5.6   


